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Data sheet Yeelight Germany GmbH

 
The Smart LED Filament Lamp can be dimmed 

as desired to create the right atmosphere. 

Using the light group control function, se-

veral lamps can be switched simultaneously. 

With only 6 watts and a lifetime of 22 years, 

the lamp is cost and energy efficient. It has a 

built-in Wi-Fi (no hub needed), supports voice 

control (with popular smarthome platforms 

like Amazon Alexa and Google Assistant) and 

can be operated with the smartphone* via 

Yeelight app. 

*Compatible with Android 4.4 (or higher) & iOS 8.0 (or higher)

Model Number YLDP12YL

Product name Yeelight Smart LED Filament Bulb

Size Ø 60 mm, H 116 mm

Weight 53 g

Lamp Base E27

Luminous Flux (Brightness) 35–700 lm, adjustable

Color Temperature 2700 K

Voltage 220–240 V ~ 50/60 Hz 0.04 A

Rated Power 6 W

Weighted Energy Consumption 8.5 kWh/1,000 h

Incandescent Equivalent 40 W

Operating Temperature -10 °C to +40 °C

Operating Humidity 0–85 % rF

Max. Case Temperature ≤ 65 °C (at 25 °C ambient temperature)

Color Rendering Index (CRI) ≥ 80

IP Code IP20

Warm-Up Time to 60%Light Instant full light

Number of Switch Cycles (On/Off) > 12,500

Power Factor > 0.5

Luminous Efficacy ≥ 116 lm/W

Wireless Connection WLAN IEEE 802.11 b/g/n 2.4 GHz

Standby Power < 1.2 W

Energy Efficiency A++

Lifetime ≥ 25,000 h

FEATURES
Adjustable Brightness

Various Lighting Scenes/Modes

Timer & Personalized Schedules

Warm Color Temperature

CONTROL OPTIONS
Light Switch

Yeelight App

Voice Control** 

COLOR
Transparent 

MATERIAL
Lamp Shell: Thermal Conductive Nylon

Lamp Shade: Glass

CATEGORY
Essential Lighting

Indoor

**Google Assistant, Amazon Alexa, Apple HomeKit, 

Smart Things

Address: Yeelight Germany GmbH, Flurweg 11, 82402 Seeshaupt

Manufacturer: Yeelight Europe (WEEE-Reg.)

Webshop: www.yeelight.de

Website: www.yeelight.com

Yeelight Smart LED 
Filament Bulb

Email: sales@yeelight.de; support@yeelight.de

Phone: +49 8801 / 9119 241


